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पेटेन्ट कार्यालय द्वारा जारी की गई पेटेन्टों और डिजाहनों से सम्बन्धित अधिसूचनाएं और नोटिस 
[Notifications and Notices Issued by the Patent Office relating to Patents and Designs 


Patent Office Branch , 
61, Wallajah Road, 
Madras- 600 002 . 


The States of Andhra Pradesh , Kamataka, Kerala , Tamilnadu , 
and the Union Territories of Pondicherry , Laccadive, Minicoy and 
Aminidivi Islanda. 


Telegraphic address " PATENTOFIS ”. 


THE PATENT OFFICE 
PATENTS AND DESIGNS 

Calcutta , the 22th June, 1991 
ADDRESS AND JURISDICTION OF OFFICES OF 

THE PATENT OFFICE 
The Patent Ofico has its Head Office at Calcutta and Branch 
Offices at Bombay, Delhi and Madras having territorial jurisdiction 
on a zonal basis as shown below : 

Patent Office Branch , 
Todi Estates , III Floor, 
Lower Parel (West), 

Bombay -400 013. 
The States of Gujarat,Maharashtra and Madhya Pradesh and the 
Union Territorica of Goa , Daman and Diu and Dadra and Nagar 
Havell 
Telegraphic address “ PATOFFICE" , 

Patent OMco Branch , 
Unit No . 401 to 405 , III Floor, 
MunicipalMarket Bullding, 
SaraswatiMarg , Karol Bagh , 

New Delhi-110 005 . 
The States ofHaryana Himachal Pradesh , Jammu and Kashmir , 
Punjab , Rajasthan and Uttar Pradesh and the Union Territories of 
Chandigarh and Delhi. 
Tolegraphic address “ PATENTOFIC " . 


Patent Office (Head Office ) . 
" NIZAM PALACE" ,2nd M .S .O . Bldg., 
5th , 6th and 7th Floor, 
234 /4 , Acharya Jagdish Boso Road , 
Calcutta - 700 020 , 


Rost of India. 


Telegraphic address "PATENTS " . 


All applications, notices , statements or other documents or any 
foes required by the Patents Act, 1970 or the Patents Rulos, 1972 will bo 
Tocolvod only at the appropriate Olices of the Patent Offico . 


Fees : - The focs may either be paid in cash or may be sent by 
Money Order or Postal Order, payable to the Controllor at the 
Appropriate Offices or by Bank Draft or Chequo, payable to the 
Controller drawn on a schoduled bank at the place where the 
appropriate office is situated . 
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पेटेंट कार्यालय 


पेटेंट कार्यालय शाखा , 
61 , वालाजाह रोड , 
मदास -600 002 


एकस्व तथा अभिकल्प 


कलकता, दिनांक 22 जून 1991 


आंध्र प्रदेश , कर्नाटक , केरल, तमिलनाडु राज्य क्षेत्र एवं संघ शासित क्षेत्र 
पाण्डिचेरी , लक्षदीप , मिनिकॉय तथा एमिनिदिवि दीप । 


पेटेंट कार्यालय के कार्यालयों के पते एवं क्षेत्राधिकार 


तार पता - " पेटेंटोफिस " 


पेटेंट कार्यालय का प्रधान कार्यालय कलकत्ता में स्थित है तथा मम्मई , 
दिल्ली एवं मद्रास में इसके शाखा कार्यालय है , जिनके प्रादेशिक क्षेत्राधिकार 
जोन के आधार पर निम्न रूप में प्रदर्शित है : 

पेटेंट कार्यालय शाखा, टोडी इस्टेट , 
सीसरा तल , लोअर परेल ( पश्चिम) , 
सम्बई - 400 013 

गुजरात , महाराष्ट्र तथा मध्य प्रदेश राज्य क्षेत्र एवं संघ शासित क्षेत्र गोआ , 
वमन तथा दिव एवं दादरा और नगर हवेली । 
सार पता - " पेटोफिसे " 


पेटेंट कार्यालय ( प्रधान कार्यालय) , 
निजाम पैलेस , दितीय बहुतलीय कार्यालय 
भवन 5 , 6 सया 7 तल , 
234 / 4, आचार्य जगदीश बोस रोड , 
कलकत्ता- 700020 


मारत का अवशेष क्षेत्र 


तार पता - " पेटेंट्स " 


पेटेंट अधिनियम , 1970 या पेटेंट नियम , 1972 में अपेक्षित समी 
आवेदन - पत्र , सचनाएं , विवरण या अन्य प्रलेख पेटेंट कार्यालय के केवल 
उपयुक्त कार्यालय में ही प्राप्त किए जाएंगे । 


पेटेंट कार्यालय शाखा, 
इकाई सं0 401 से 405, सीसरा सल , 
नगरपालिका बाजार भवन , 
सरस्वती मार्ग , करोल बाग , 
नई दिल्ली- 110005 

हरियाणा, हिमाचल प्रदेश , जम्मु तथा कश्मीर , पंजाब , राजस्थान सथा 
उत्तर प्रदेश राज्य क्षेत्रों एवं संघ शासित क्षेत्र पंडीगद तथा दिल्ली । 
तार पसा - " पेटेंटोफिक " 


शुल्क : - शुल्कों की अदायगी या तो नकर की जाएगी अथवा उपयुक्त 
कार्यालय में नियंत्रक को भुगतान योग्य पनादेश अथवा हाक मावेश या जहा 
उपयुक्त कार्यालय स्थित है , उस स्थान के अनुसूचित मैक से नियंत्रक को 
भुगतान योग्य बैंक द्वाफ्ट अथवा बैंक द्वारा की जा सकती है । 


361/ Cal/ 91 


APPLICATION FOR PATENTS FILED AT THE HEAD 
OFFICE 234 /4, ACHARYA JAGADISH BOSE ROAD , 

CALCUTTA- 20 


Trutzschler Gmbh & Co. Kg. Saw-tooth roller with 
saw -tooth gamituro running in the helical lino shapo. 


The dates shown in the crescent brackets are the dates clalmed 
under Section 135, of the Patents Act, 1970 . 


362/ Cal /91 _ Steigerwald Arzneimittelwerk Gmbh . Use of 

magnesium - pyridoxal- 5 - Phosphato -glutaminate for 
the prevention of diseases which result from vascular 
lessions 


The 14th May, 1991 


The 10th May, 1991 
356/ CA / 9l Stonck. Webster Engineering Corporation. A process 

and apparatus for cracking hydrocarbon fced by the 
uscof hoated solids . 
[ Divisional date 17th March, 1988]. 


363/ Cal/ 91 Sanjay Kumar Ray and Kunal Ghosh . Process for 

producing a glow - roloading boron fortilizer . 


357 / Cal/ 9l 


364/ Cal /91 


Dharmabrata Dasgupta. Recording of human akin 
pattems on specialisod paper by inkless chomical 
methods 


General Electric Company. Extended -foll capacitor 
and method of making same. 


365/ Cal/ 91 


for 


preparing 


358 /Cal /91 


Vivekanand Jha. Total absorption non - tracking solar 
stovo . 


Pennwalt Corpn. A process 
alkanesulfonic acids . 
(Divisional dato 17th October, 1988 ). 


366/ Cal/91 In Flygt Ab. A mothod and a device for automatic cir 

culation in a wasto water pump station , 


359/ Cel/91 


The 13th May, 1991 
A. Menarini Industric Farmaceutiche Riunite S.rl. 
" 3 - Deamino -4 - Deoxy-4 - Amino - 8- Fluoroen 
thracyolinos and processes for their preparation . 


The 15th May, 1991 


367/ Cal/ 91 


360 /Cal/91 Dipl-Ing. Dr. Ernst Vogelsang Gmbh & Co. Kg. A 

cable -guiding systom and a process for its production 


Johnson & Johnson Inc. Absorbent perf -embossed 
debonded pulp board . 
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368/Cal/91 Georg Fischer Ag. Process for influencing the struc 

ture of crystallizing liquids and their ( SIC ) use . 
369 /Cal/91 Seagull Lager Corporation . Laser therapeutic 

apparatus and method for systemic diseases . 

The 16th May, 1991 
370 /Cal/91 E .I. Du Pont De Nemours and Company. Process for 

the purification of cyclic esters . 


स्वीकृत सम्पूर्ण विनिर्देश 
एतद्वारा यह सूचना दी जाती है कि सम्बद्ध आवेदनों में से किसी पर 
पेटेंट अनुदान का विरोध करने के इच्छुक कोई व्यक्ति , इसके निर्गम की 
तिथि से 4 महीने या अग्रिम ऐसी अवधि जो उक्त 4 महीने की अवधि की 
समाप्ति के पूर्व पेटेंट नियम , 1972 के तहत विहित प्रपत्र- 14 पर आवेदित 
एक महीने की अवधि से अधिक न हो , के भीतर कभी भी नियंत्रक , एकस्व 
को ऐसे विरोध की सूचना विहित प्रपत्र- 15 पर दे सकते है । विरोध सम्बन्धी 
लिखित वक्तव्य , उक्त सूचना के साथ अथवा पेटेंट नियम , 1972 के नियम 
36 में यथाविहित इसकी तिथि के एक महीने के भीतर ही फाइल 
किए जाने चाहिए । 


371/Cal/91 E .I. Du Pont De Nemours and Company. Thermally 

stable polyoxymethylene blends. 


372 /Cal/91 


Telefonica De Espana, S .A . Validation and identifica 
tion unit. 


___ " प्रत्येक विनिर्देश के संदर्भ में नीचेदिए वर्गीकरण , भारतीय वर्गीकरण 
तथा अन्तरराष्ट्रीय पर्गीकरण के अनुरूप हैं । " 


OPPOSITION PROCEEDINGS 
An opposition has been entered by Research , Designs and 
Standard Organisation to the grant of a Patent on application No. 
167700 made by Vossloh Werke GmbH . 


An opposition has boon entered by Bajaj Auto Limited to the 
grant of a Patent on Application No . 166687 made by Piaggio & 
C. S. P. A. 


नीचे सूचीगत विनिर्देशों की सीमित संख्यक में मुद्रित प्रतियों, भारत 
सरकार मुक डिपो, 8, किरण शंकर राय रोड , कलकत्ता में विक्रय हेतु 
यथासमय उपलब्ध होगी । प्रत्येक विनिदेश का मूल्य 2-/ १० ( यदि मारत 
के बाहर भेजे जाएं सो अतिरिक्त हाक खच ) । मुद्रित विनिर्देश की आपूर्ति हेतु 
मांग पत्र के साथ निम्नलिखित सूची में यथाप्रदर्शित विनिर्देशों की संख्या 
संलग्न रहनी चाहिए । 


RENEWAL FEES PAID 


149823 149939 150013 153979 154115 154216 154746 156100 156408 
156490 157353 157514 157716 159133 160715160810161347 161869 
162266162928 163116163952 164015164507 164721 164789 165229 
165458 165646 165795166401 166423166445166469166535166538 
166544 166558166631 166714 166720 166834 166837 166843 166848 


रूपांकन (चित्र आरेखो) की फोटो प्रतियां, यदि कोई हो , के साथ 
विनिर्देशों की टेकित अथवा फोटो प्रतियों की आपूर्ति पेटेंट कार्यालय , 
कलकत्ता द्वारा विहित लिप्यान्तरण प्रभार जिसे उक्त कार्यालय से पत्र 
व्यवहार द्वारा सुनिश्चित करने के उपरांस उसकी अदायगी पर की जा सकसी 
है । विनिदेश की पृष्ठ संख्या के साथ प्रत्येक स्वीकृत विनिदेश के सामने नीचे 
वर्णित चित्र आरेख कागजों को जोड़कर उसे 4 से गुणा करके ; ( क्योंकि 
प्रत्येक पृष्ठ का लिप्यान्तरण प्रभार 4/- 60 है ) फोटो लिप्यान्तरण प्रभार का 
परिकलन किया जा सकता है । 


COMPLETE SPECIFICATION ACCEPTED 


Notico lo hereby given that any person interested in opposing the 
grant of patents on any of the Applications concerned, may, at any 
time within four months of the date of this issue or within such 
further period not exceeding one month applied for on Fom 14 pres 
cribed under the Patents Rules, 1972 before the expiry of the said 
period of fourmonths, give notice to the Controller of Patents on the 
prescribed Form 15 , of such opposition. The written statement of 
opposition should be filed alongwith the said notice or within one 

month of its date as prescribed in Rule 36 of the Patents Rules, 
1972 . 


168831 


CLASS : 122 . 
IntCl , : B03C3/ 00. 


The classifications given below in respect of oach spocification 
and according to Indian Classification and International Classifica 


METHOD OF OBTAINING A PURE GAS FROM A DUST 
LADEN GAS. 


tion . 


Applicant: METALLGESELLSCHAFT. AKTIENGESEL 
LSCHAFT, OF REUTERWEG 14 , D -6000 FRANKFURT AM 
MAIN , FEDERAL REPUBLIC OF GERMANY . 


A limited number of printed copies of the specifications listed 
below will be available for sale from the Government of India Book 
Depot, 8 , Kiran Sankar Roy Road , Calcutta, in due course . The prico 
of each specification is Rs. 2/- ( postage oxtra if sent out of India). 
Requisition for the supply of the printed specifications should be 
accompanied by the number of the specifications as shown in the 
following list . 


Inventor : WILHELM LEUSSLER. 


Application No . 757/ Cal/1985 , filed on 25th October, 1985 . 


Appropriate Office for Opposition Proceedings (Rule 4 , Patents 
Rules , 1972), Patent Office, Calcutta. 


6Claing 


Typed or photo copies of the specifications together with photo 
copies of the drawings, if any, can be supplied by the Patont Office , 
Calcutta on payment of the prescribed copying charges which may 
be ascertained on application to that offico. Photo copying charges 
may be calculated by adding the number of pages in the specification 
and drawing shoots mentioned below against each accopted spoci 
fication and multiplying the same by four to get tho charges as the 
copying charges per page are Rs. 4/ 


A mothod of obtaining a purt gag from a dusa injen gas which 
comprises subjecting the dust laden gas to elcctrostatic precipita 
tion in an clectrostatic precipitator wherein tho voltage applied to 
it automatically controllod by semipulses, and wherein difforent 
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Just resistivilics are recorded for the electrostatic precipitator along 
with : 


(a ) typical current-voltage characteristics (I = f (V , ohm )] 

for an operation with an unpulsad voltage ( k = 1) and 


(b ) the lowest k value is determined with which a pure gas 

having the predetermined dust content is obtained , and 


(c) the thus determined lowest k value is associated with 

cach characteristic current voltage so that the electrog 
tatic precipitation is carried out continuously 
automatically in consideration of said characteristice 
in such a manner that 


body toward an opposite end of said mixing body, a 
second borehole extending from said opposite end toward 
said one end , suid first borehole and said socond borehole 
not being in direct communication , a first plurality of 
passages extending from the first borehole opening onto 
the generally cylindrical outer surface at a first lon 
gitudinal position on the generally cylindrical outor gur 
face of the mixing body ; and socond plurality of 
passages extending from the second boreholo opening 
onto the generally cylindrical outer surface at a socond 
longitudinal position on the generally cylindrical outor 
surface of the mixing body between the first longitudinal 

position and the opposite end of tho mixing body , 
(b ) an extension body positioned on the opposite end of the 

mixing body and having a gonorAlly cylindrical outor gur 
face , the extension body being mounted by & portion adja 
cent a finyt end thereof to said opposite end of the mixing 
body, 


( d ) 


the actual churacteristic for the operation with an 
unpulsed voltage is compared with ho reconded 
characteristics and that k values is selected which cor 
responds to the recorded characteristic which coincides 
with the actual characteristic . 


1 - ** 


said extension body having a passage therethrough 
extending along a longitudinal axis thereof, said passago 
having a generally fnstoconical sidewall diverging in a 
direction away from the second borehole to a socond end 

of the extension boxly, 
(c ) said spray head having a first end and a second ond, a 

yenerally cylindrical inner surface and an outer surface 
disposed about a longitudinal axis, and an end closure 
partially closing the second end of the spray head, said 
and closure having a plurality of ports therothrough open 
ing onto the socond end of the spray head along a circlo 
around the longitudinal axis of the spray head , the 
generally cylindrical inner surfaco of the spray hcad being 
connected to tho socond end of the oxtension to the mix 
ing body so that the longitudinal axis of tho spray hoad 
coincides with the longitudinal axis of the mixing body, 
the end closure of the spray head having an inner surface 
which is spaced apart from the second of the extension to 
themixing body so that a chamber is formed . 


Fig 1 


Compl. Specn . 13 Pages. 


Drys 2 Sheets . 


168832 


CLASS : 173A 
Int. C1. : B 05 B 1/00, 1/02, 104. 


AN ATOMIZING NOZZLE AND A PROCESS FOR FORM 
ING AN ATOMIZATE BY THE USE OF SAID NOZZLE . 


Applicant : DEGUSSA AKTIENGESELLSHAFT OF 
WEISSFRAUEN -STRASSE 9 , 600X0 FRANKFURT (MAIN ), 
FEDERAL REPUBLIC OF GERMANY. 


Fig . 1 


Inventors : FRANCOIS TERRADE AND CLAUDE LAHEYNE. 

Application No. 858 /Cal/ 1986 filed on 26th November 1986 . 

Appropriate Office for Opposition Proceedings (Rule 4 , Patents 
Rulog, 1972) Patent Office , Calcutta, 


VA 


16 Claims 


HE WAY 


An atomizing nozzlo comprising a mixing body, connected to a 
source of oil by a first tubular dember and connected to a sour 
of atomizing gas by a second tubular momber, an attension body. 
and a spray head wherein 
(H ) said mixing body has a generally cylindrical outer surface, 

a first borehole extending from one end of said mixing 


Fiy .3 


Compl. Specn . 18 Pages . 


Drg . 1 Sheet 
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168833. 


CLASS : 24 F & 158 D 
Int. Cl. : B 61J 3 / 00 . 


Inventors : (1) MARC STEVENS NEWKIRK (2) ADAM 
JAN GESING . 


" A DEVICE FOR SPEED CONTROL OF RAILWAY 
TRANSPORT VEHICLES” . 


Application No. 700 / Cal/ 1987 filed on 4th September, 1987. 


Appropriate Office for Opposition Proceedings (Rulo 4, Patents 
Rules, 1972 ) Patent Onice, Calcutta 


Applicant : ROSTOVSKY INSTITUT INZHENEROV 
ZHELEZNODOROZLINOGO TRANSPOTNA . OF ROSTOVNA 
DONU , PLOSCHAD NARODNOGO OPOLCHENIA 2 , USSR 


15 Claims 


Inventors : (1 ) VASILY PAVLOVICH ZHUKOV, ( 2 ) VLADIMIR 
IVANOVICII IGNATKIN , 

(3) 

VALERY 
NIKOLAEVICH FOMISHIN . 


A method for producing an at least partially coated self 
upporting ceramic composito structure comprising (1 ) a ceramic 
matrix obtained by oxidation of a paront motal such as herein dog 
cribed to conne polycrystallino material comprising an oxidation 
reaction product of said parent motal with a vapor- phase oxidant 
pich as heroin described and (2 ) at least one fillor material such as 
horqin doscribed embedded by said matrix , the method comprising 
tho stcps of : 


Application No. 90 /Cal/ 1987 filed on 29th January , 1987 . 


Appropriate Office for Opposition Procoedings (Rule 4, Patonta 
Rules, 1972 ) Patont Office, Calcutta . 


6 Claims 


(a ) positioning said pärontmetal adjacent to a permeable mass 

of filler and orienting said metal and said filler relative to 
oach other so that formation of said oxidation reaction pro 
duct will occur in a direction towards and into said mass 
of filler, 


A dovice for speed control of railway transport vehicles compris 
ing at loast one pressuro element to provide force interaction in tho 
area of mochanical trajactory of a wheel of the vehicle; a camage 
novcably mounted on a track to be able to move along the track and 
adapted to boar said pressure olomont; said pressure olement is moun 
tod on said carriago and is adapted to be introduced from the outer or 
innor side of the wheel into a annular space cavity thercof, formed by 
tho disk , hub and innor circular surface in the rim of the whool; said 
preggure element has a shapo chosen to provide froe entrance of said 
element into said annular space cavity and 10 onsuro mating of said 
element with the inner circular surface in tho rim of the wheel, at any 
point within the two regiona , located at both sides of an imaginary 
plane, passing through the axlo of the whool and through the point of 
its contact with the rall . 


(6 ) heating said parontmotal to a temperaturo above its molting 

point butbelow the melting point of said oxidation reaction 
product to form a body of molten parentmetal and roacting 
the molten parent metal with said oxidant at said tompers 
ture to form said oxidation action product, and atsaid tom 
perature maintaining at loast & portion of said oxidation 
reaction product, in contact with and extending between said 
body ofmolten metal and said oxidant, to draw molton maal 
through the oxidation reaction product towards the oxidant 
and towards and into the adjacentmass of fillor so that fresh 
oxidant roaction product continues to form within themass 
of filler at an intorfaco betworn the oxidant and previously 
formod oxidation reaction product, and continuing said 
reacting for a timo pufficiontto embed at least a portion ofthe 
flor within said polycrystallino matorlal; 


(c) rocovering the self -supporting composito structure ; and 


(d ) coating at loast a portion of a surface of said rocovorod com 

posito body with at least one material such as heroin des 
cribed which offects ono or more desired improvements to 
the properties (such as horein described ) ofsaid surface, and 
recovering tho regulting coated ceramic composito 
structure. 


Drg . Ni . 


Fig 1 


Compl. Specn 19 Pages. 


Compl. Specn . 24 Pages . 


Drgs. 4 Shoots . 


CLASS : 172 F , 155A , 34 DF. 
Int. C1 . : D01 D 10 / 00 , D 04H 5 /00. 


168835. 


168134 


CLASS : 35 G 
Int. Cl. : C048 35 / 00 , 35 /65 

35 / 84 


POLYESTER FIBERBALLS AND PROCESS OF MAKING 
SAME. 


METHOD FOR PRODUCING AN AT LEAST PARTIALLY 
COATED SELF - SUPPORTING CERAMIC COMPOSITE 
STRUCTURE " . 


Applicant : E . I. DU PONT DE NEMOURS AND COMPANY. 
ACORPORATIONORGANIZED AND EXISTING UNDER THE 
LAWS OF THE STATE OF DELAWARE , UNITED STATES OF 
AMERICA 


Inventor : ILAN MARCUS. 


Applicant : LANXODE TECHNOLOGY COMPANY, LP OF 
TRALEE INDUSTRIAL PARK NEWARK DELAWARE 19711 
U .S . A 


Application No . 813 /Cal/ 1987 filed on 19th October, 1987. 
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Appropriate Office for Opposition Proceedings (Rulc 4, Patents 
Rules, 1972 ) Patent Office , Calcutta. 


Application No. 932/ Cal/ 1987 filed on 27th November, 1987. 


Appropriate Office for Opposition Proceedings (Rulo 4, Patents 
Rules, 1972 ) Patent Office , Calcutta. 


13 Claims 


2 Claims 


Polyester fiberballs of average dimension of between 2 10 15 
mm consisting essentially of randomly - astanga , entangled , 
spirally -crimined polyester fiberfill having a cut length of between 
10 to 100 mm , intimately blended with binder libers , said binder 
fibers being present in the blend in amount of between 5 to 50 % by 
weight of the blend . 


A Communication system comprising : 


Compl. Specn . 34 Pages. 


Drgs. 3 Shects. 


a plurality of subsystems cach of which is adapted to pro 
duce and process one or more types of information , each 
subsystein comprising scans for requesting information by 
including in guch a request a indication of the type of infor 
nation desired , and means for supplying information pro 
duced by said subsystern and including therein an 
indication of the type of the produced information ; 


168836 


CLASS : 1.30 1 
Int. C1. C22 B 58 /00 . 


" AN IMPROVED METHOD OF RECOVERING TIIE 
GALLIUM CONTAINED IN AN AQUEOUS SOLUTION OF 
HEAVILY ALKALINE SODIUM ALUMINATE SOLUTION " . 


a bug- system ; and 


Applicant: ALUMINIUM PECINEY OF 23 , RUE BALZAC 
75008 , PARIS , FRANCE , 


& plurality of interfaces respectively coupling the respective 
subsystems to said bus system , the interface for cach subsystem 
comprising : 


Inventor : JEAN -MICHEL LAMERANT. 


(8 ) subscription means comprising respective moans for 


Application No. 814 /Cal/ 1987 filed 19th October, 1987. 


Appropriate Office for Opposition Proceedings (Rule 4, Patents 
Rulos , 1972 ) Patent Onico, Calcutta 


(i) rocciving from said subsystem an initial request for a 
destrod type of information , storing in a first memory tho indica 
tion in gald request of the desired type of information, and supply 
ing said indication of the desired type of information to said bus 
system ; 


9 Claims 


(il) accepting the desired type of information from said bus 
system each time it is provided thereby following aid initial 
request, as identified by an information type indication as in such 
request, and storing said desired type of information so accepted 
from suid bus system in a second momory , and 


A 


A method of recovering the gallium contained in an aqueous 
solution of heavily alkaline sodium aluminate by absorbtion of 
said gallium on a stationary phasc constituted by a micrúporous 
absorbent resin impregnated with 7-(alkyl or alkenyl)-& -hydroxy 
quinolino characterized in that a microporous absorbent resin 
which 
hydrophobic non - porous resin having a polystyrene skeleton , and 
having , whien dry, a specific surface area, measured by the BET 
mothod , of at least oqual to 450 mogel of resin , a pore volume of at 
least 1500 mmg- 1 of resin , a mean porc diameter of between 80A 
And 500 Aº with at least 80 % of said volume constituted by pores 
having a diameter of from 40A to 5 , 000 A™, & rato of expansion or 
swolling in an aqucous medium not exceeding 20 % , is impregnated 
with an alcohol solution of said 74 alkyl or alkenyl) - 8-hydroxy 
quinolinc in a proportion of 230 to 700 grammes per liter, pre 
ferably 250 to 350 gm /litre of dry resin and absorbing the galllum 
contained in sald sodium aluminato solution in seid impregnated 
rcsin and recovering the gallium in . known monner by acid 
clution 


(iii) supplying said desired type of information from said 
second memory to said subsystem immediately following said inj 
tial request therefor, and further supplying to said subsystem , in 
response to subsequent requests therefrom for seid desired type of 
information of that type in said second memory at the times of 
such subsequent requests ; 


(b ) means for storing in a third memory information produced 
by said subsystem , including an indication of the type of the 
produced information ; 


(c) moans for supplying a type of produced information which 
is stored in said third memory to said bus syutom in response to . 
roquest rocolved from said bus system for information of ach typo , 
which request originated such request; and 


Compl. Specn . 17 Pages. 


Drg . Ni. 


168837 


CLASS : 67 C 
Int. Cl. : G 06 F 15 /46. 


(d ) moans for further supplying said type of produced informe 
tion stored in said third memory to gaid bus system cach timo sald 
type of information is produced by said subsystom until said bus 
system provides & stop order which indicatos said type of informat 
tion and Includes identification of the same subsystem as that 
from which the request for said type of information originatod : 


" A COMMUNICATION SYSTEM ". 


Applicant: HOLLANDSE SIGNAALAPPARATEN B . V . 
ZUIDELIJKE HLAVENWEG 40 , 7550 -GD HENGELO , THE 
NETHERLANDS, 


whereby the subsystems communicate with each other in real timo 
without requiring information about the configuration of said tyd 
tom and without requiring the address of any subsystem . 


Inventor : BOASSON MAARTEN . 
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Drgs 3 Sheets. 


Compl. Specn . 22 Pages. 
CLASS : 136 € 
Int. Cl. : B 29 C , 33 /20 . 


168838 


Fig 1 


Compl. Specn 30 Pages. 


Drgs. 6 Sheets. 


A MOLD CLAMPING DEVICE 


168839 


Applicant : NISSEI JUSHI KOGYO KUBUSINKI KAISHA, 
OF 2110 , OOAZA MINAMIJO , SAKAKIMACHI, IIANI 
SHINAGUN , NAGANO -KEN , JAPAN , 


CLASS : 172 Dz; * 
Int. C1. : D 01 H 9 /00. 


Inventor : MINORU TAKADA. 


IMPROVED DEVICE FOR WINDING DOWN THE YARN 
OF A YARN PACKAGE ON THE SPINDLE OF A SPINNING 
MACHINE . 


Application No. 161/Cal/ 1988 filed on 23rd February , 1988 . 


Applicant : MASCHINENFABRIK RIETER AG , OF KLOS 
TERSTRASSE 20 , 8406 WINTERTHUR , SWITZERLAND . 


Convention date 25th Feb . 1988 ( Australia ) (12188 /88) 


Appropriate Office for Opposition Proceedings (Rulo 4, Patents 
Rulos, 1972 ) Patent Ollice, Calcutta . 


Inventors : (1 ) MIRKO MARCHIORI, (2 ) DANNY LANT, (3 ) 
FABIO LANCEROTTO , (4 ) UMBERTO GER IN . 


17 Claims 


Application No. 234 /Cal/ 1988 filed on 21st March , 1988 . 


A mold clamping device comprising : 


Appropriate Office for Opposition Proceedings (Rulo 4 , Patents 
Rules, 1972 ) Patent Office, Calcuta 


7 Claims 


a Clamping cylinder slidably fitted with a clamping ram whoso 
front end is connocted to a movable board , and a high -speed pig 
ton which is slidably fitted in said clamping ram from the rear 
thereot; 


A support cylinder which is provided in parallel to said clamp 
ing cylinder, and a front end of a rod of a support piston fitted 
therein is connected to said movable board ; 


An improved device for winding down the yarn of a yarn pac 
kage on the spindle of a spinning machine having a spindle (18) 
on which a yam package (11) formed from yam (10) fed thereto 
from yam feed means (12) is notated, said spindle being capable of 
rotation in a diroction opposite to the direction of spinning , 
characterised in that said device comprises : 


an oil path connecting a front chamber and a rear chamber of 
said caimping cylinder which are divided by a piston soction of 
sald clamping ram and a front chamber of said support cylinder; 
and 


e switching valve for opening and closing said of path which 
connoçta said front chamber of said clamping cylinder and said 
front chamber of said suppon cylinder with said rear chamber of 
said clamping cylinder 


means ( 13 , 14 , 15) for displacing said yarn (10 ) from a posi 
tion at or near the upper opd (19 ) of said yam package (11 ) 
to e lateral position spaced from said yam package; spacer 
means (22 ) provided integrally around said spindle ( 18 ) at 
the lower end theroof, seid mcans (22) comprising a sub 
stantially cylindrical member having a recess (23 ) at its 
upper end for accommodating the lower end of the yarn 
package (11) and a further annular rocoas (123) at its lower 
end; and 


Wherein the sum of the offoctive pressure receiving area of said 
front chamber of said clamping cylinder and sald front chamber 
of said support cylinder is subxentially equal to the offective pro 
suure roceiving area of said rear chamber of sald clamping 
cylindor . 


an annuler underwinding sleeve (17) provided rotatably 
around the lowor ond of said spindle (18), the uppor end of 
wald aloove cooperating with and ongaging sald further 
annular rocess (123) of sald spacer means (22). 
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whereby following the reverse rotation of said spindlo (18) said 
yart released from said yam package ( 11) forms a series of wind . 
ing down coils (16 ) initially located on said yam package (11) in 


the form of an arc (21) and which thercafter form around said 
winding down slceve (17 ) in a direction opposite to that of the rota 
tion of spinning . 


12 


mm 12 


10 


15 


13 


1 


19 15 


14 


20 


13 


X 


11 


14 


2022 


20 
28 
23 


- 22 


30 


18 


24 


na 25 


Compl. Specn . 12 Pages. 


Drgs. 2 Shects. 


168840 


(b) 0.2 to 1.0 equivalent weightofan alkonylphenol, 


CLASS : 32 E 
Int. C1, : C 08 J, 5 /24 . 


A PROCESS FOR PRODUCING A PREPREG , 


(c ) at least ono member selectod from the group consisting of 

allyl ester of polyvalont carboxylic acids, and allyl ester of 
cyanuric or liocyanuric acid in an amount of 20 to 100 
parts by wolght por 100 part by wolght of the total of tho 
componente ( a ) and (b ), sou to make tho viacosity 10 
poiges or less at 80°C , and when desired , 


Applicant: HITACHI LIMITED , OF 6 , KANDA SUR 
UGADAI 4 -CHOME, C IYODA-KU , JAPAN , 


Inventory : TORU KOYAMA, (2 ) HIROKO OHAYASHL (3 ) 
JUNICHI KATAGIRI, (4) MOTOYO WAJIMA, (5) JUNI 
MUKAI 


(d ) a catalyst such as froe radical or an ionic catalyst in an 

amount of 0 .1 to 5 % by wolght based on the total weight of 
the components (a), (b ) and (c). 


Application No. 30 $ /Cal/1988 filed or 13th April, 1988 . 


Compl.Specn . 38 Pagos. 


Drgs. 2 Shcets. 


Appropriate Office for Opposition Proceedings (Rule 4, Patents 
Rules, 1972) Patent Oflice . Calcutta . 


168841 


Ind : 170B + D XLI ( 4 ) ] 
Int. C1. : C11D - 3/02, 3/ 08, 3 / 12 


4 Claims 
A process for producing a prepreg which comprises impregnat 
ing a reinforced substrate with 20 to 60% by weight of thermosct 
ting resin composition obtained by heating at a temperaturo of 
150°C or less A reeln composition comprising : 


DETERGENT COMPOSITIONS COMPRISING FABRIC 
SOFTENING CLAY MATERIAL 


Applicant : HINDUSTAN LEVER LIMITED , HINDUSTAN 
LEVER HOUSE, 165/ 166 , BACKBAY RECLAMATION , 
BOMBAY -400 020, MAHARASHTRA , INDIA 


(a ) an equivalent weight of a polyfunctional maleimide, 
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Inventor : IIO TAN TAI 


Application No. 79 /Bom / 1989 filed on 27th March , 1989. 


Application No . 311/Bom / 1988 filed on llih November, 1988 . 


Appropriate office for opposition proceedings (Rule 4 , Patents 
Rules, 1972) Patent Office Branch , Bombay -13 . 


U .K Priority dated 13th November, 1987. 


1 Claim 


Appropriate Office for Opposition Proceedings (Rulo 4 , Patents 
Rules, 1972 ) Patent Office Branch , Bombay - 13 . 


5 Claims 


A detergent composition comprising from 2 to 50 % by weight of 
a detergent active material such as herein described , from 10 g 
70 % by weight of a detergency builder , and from 15 to 35 % by 
weight of a fabric softening clay material, characterised in that the 
clay material is present as ground particles thereof having an 
average primary particle size of between 150 and 2000 microns. 


Compl.Spocn . 14 Pages. 


Drg. Nil . 


168842 


Ind . Cl.: 189 (LVI (9 ) 
Int. Cl. : A 61 K - 7 / 16 & 7/ 18 . 


An improved Multiplo irrigation System comprising in com 
bination a single pump for lifting water from water source, a 
mainline connocted to the said pump, a sub -main line for flow 
irrigation , connected at one end to mainline and provided with an 
orifice plate assembly at the other end the said orifice plate 
Assembly consisting of two pipe ends cach provided with anyo 
sandwiching a plate having an orifice of desired size for reducing 
the water pressure from pump head at the upstream side to O 
pressure at downstream side; at least one flier -cum - pressure 
reduction connector provided on the extended mainline, for filter 
ing and reducing the pressure of water from pump head on 
upstream side to desired head on downstream side -the said filter 
cum - pressure reduction connector consisting of coupling for con 
necting it to the inainline at one end , the other end of which is 
connected by a hex nipple to a plate for supporting a perforated 
pipe and flange and an outer casing pipe end flange , the plate , tho 
perforated pipe end flange and outer casing pipe and flange being 
connected to each other by nuts and bolts, rubber gaskets (30) 
sandwichod in between the plate and the perforated pipe ond 
flange and between perforated pipe end lange for outer casing 
pipe for loakproof joint, a filter element fixed insido the perforated 
pipe , the outer casing pipe being connected with a pressure roduc 
ing equipment like a valve or an orifice plate and a lateral connec 
tor being connectod with the said prossure reducing oquipment a 
plurality of drip laterale connocted to the said lateral connector for 
drip imigation ; the said mainlino extended further beyond the said 
filter- cum - pressure reduction connector and provided with a sprio 
Her lateral for irrigating the area by sprinklor irrigation . 


METHOD FOR 
COMPOSITION , 


PREPARING 


A 


TOOTHPASTE 


Applicants : HINDUSTAN LEVER LIMITED , 165/ 166 BACK 
BAY RECLAMATION , BOMBAY - 400 020 , MAHARASHTRA, 
INDIA 


Inventors : ( 1) PETER CARTER , ( 2) DLANE CUMMINS, (3 ) 
DAVID ALAN KENNETH JONES AND (4 ) MICHAEL 
RICHARD LOWRY . 


Application No . 48 /Bom / 1989 filed on 28th February, 1989. 


U .K Convention priority dated 1 st march , 1988. 


Appropriate Office for Opposition Proceedings (Rule 4 . Patents 
Rules, 1972) PatontOllico Branch , Bombay -13 . 


10 


- 


9 Claſms 


37 !" " 


TI 


A method of preparing a toothpaste for inhibiting the forma 
tion of dental calculus comprising mixing together in a conven 
tional manner an abrasive agent and an amount of 
tetrapyrophosphate salt sufficient to provide at least 25 % P20 , 
characterized in that the pH of the toothpasto is at least 7 .6 which 
rises by at least 0 .45 on dilution of the toothpasto with distiled car 
bondioxido free water in the proportion of 10g of toothpaste to 30 
ml of water. 


Fig. 2 


Compl. Specn . 15 Pagos. 


Dres. NI . 


168843 


Ind , Çi, ; SD Gr. I ( 1) 
Int. C1. : A01 G -25 /02, E 02 B - 13 /00 


2 


AN IMPROVED MULTIPLE IRRIGATION SYSTEM . 


70 


- 

zu 
u do 
N27 


Applicant: POLYOLEFINS INDUSTRIES LIMITED , UITH 
FLOOR, MAFATLAL CENTRE , NARIMAN POINT, BOMBAY 
400 021,MAHARASHTRA , INDIA 


13 - - - - 


Fig . 3 


Inventor : AVINASH RAMESHCHANDRA 
SADANAND DATTARAYA DESHMUKH . 


LADDHA 


Compl. Spocn . 8 pages. 


Drga. 2 shoots . 
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INT 


168844 


168845 


Ind . Cl. : 70 B (LVIII (5 ) 
Int. Cl. : C 25 B - 1 /08 . 


Ind . C1. : 132 C XXXIV (3 ) 
Int Cl. : BO11 - 5 / 24 , BOL 1 - 21 /08 


FILTER PRESS TYPE CIRCULAR BI-POLAR WATER 
ELECTROLYSER 


STATIC FLOCCULATOR 


Applicant & Inventor : VASANTBHAI DESAIBHAI PATEL & 
AMBALAL RAMDAS PATEL 


Applicant & Inventor : ANAND GOVIND BHOLE QR NO . 
7 . VISVESVARAYA REGIONAL COLLEGE OF ENGG ., 
NAGPUR -440 011. MAILARASHTRA , INDLA 


Application No. 97 /Bom /1989 filed on 17th April, 1989. 


Application No. 159 /Bom / 1989 filed on 12th June 1989. 


Appropriate office for opposition proceedings (Rule 4 , Patents 
Rules, 1972 ) Patent Qflict Branch , Bombay - 13 , 


Appropriate office for opposition proceedings (Rule 4 , Patents 
Rules, 1972 ) Patent Ollice Bombay Branch . 


4 Claims 


2 Claims 


A Fiter Press type Circular Bi-Polar Water cloctrolyser 
comprising : 


(i) a Bi-polar cell battery getting clectrolyte supply from 

two cloctrolyte tanks through filter, and gases collected 
from Bi- polar cell are paded to individual clectrolyte 
tank thereby going to closed washing tank having 
collecting outlet through closed gas coolers; 


( ii ) and said Bi- polar cell battery baving number of cells of 

compartments which includes end cell having end eloc 
trode and intermediate cells having centre electrodes 
with gas ducts on upper side and electrolyte ducts on 
lower side with perforated pre -electrode anode and 
cathode fitted on either side by bush ; said electrode is 
insulated by gasket and are held inbetwcen the frame; 


A static flocculator for llocculating surface water comprising of 
a rectangular shaped chamber with hopper bottom , a water inlet 
system comprising of a inlet pipe with valve , an inlet channel 
located outside the wall of the flocculator, & plurality of water dis 
tributing trough , with V notches along their edges, the three being 
crially connected , the outlet system for tho flocculated water con 
sisting of a channel at the bottom covered with a number of slabs 
of suitable size with openinga in between them for outflow of floc 
culated water, an outlet pipe with valve located midway along the 
length of the channel, two side openings at the bottom for removal 
of sludge , characterised in that a plurality of the vertical reo 
tangular sheets of any suitable material parallel among themselves 
and parallel to the width of the locculator, each shcet casily 
removable from position for repairs, the sheets studded with the 
two types of rectangular stripe perpendicular to the sheets but 
inclined to horizontal, the width of the strips being oqual to the 
spacing between the vertical sheets; one type of strips so arranged 
that their one side touching the vertical side of the sheet and their 
downward slope towards the verical central line of the sheet, with 
8 gap between tho strips at the middle of the sheet; the other type 
of the rectangular strips altcrnately placed between tho above des 
cribed strips, touching each other at tho vertical central line of the 
shet, having two sido gaps between the strips and the side of the 
short, the two side gaps together being cqual in width to the gap in 
the puiddle of the first type of strips ; the alternate arrangement of 
the two types of strips with the gaps alternately in the middle and 
at the two sides of the sheet resulting in zigzag travel of water 
when flowing from top to bottom . 


( iii) and said frame having pure asbestos diaphragm or 

Nickelor Stainless steel wire reinforced to have 
minimum pores and thickness ; 


(iv ) the said centre electrode, gasket, and frame are or cir 

cular shape having four holes two at top and two at bot 
tom when Assomled two ducts for gases at top and two 
ducts for clectrolyte at bottom are formed ; 


(v ) the said frame having communicating holes to 

different gas ducts and eloctrolyte ducts; 


(vl) sald end electrodes with pre -electrode fitted on ono 

side only l.e. alde facing to cell battery, are provided 
with cloctrical connection and are compressed between 
end boxes by tio bant such that gas produro may bo 
build upto 100 PSIG within the call itsell . 


le 


co 


Fle2 


Compl. spocn . 7 pages. 


Drga. 2 shoot. 


168846 


Ind . C1. : 87 1 & E XLII (4 ): 56 XXIV (2 ) 
Int. C1. : A 63 6 – 19 / 00 . 


IMPROVEMENTS IN OR RELATING TO A TOY THE 
BOUNCING HORSE . 


Applicant & Inventor : SURENDRA SHANTARAM SANE, 
C / O . SHRI MORESHWAR PRABHAKAR KAŞTURE , 1445 , 
SADASHIV PETH , PUNE-411 030 .MAHARASTHRA , INDIA . 


Fig . 1 


Compl. Spoon . Il pager 


Drys. 3 shocta. 


Application No.: 175/ Bom /1989 filed on 26th June, 1989. 
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168848 


Appropriate office for opposition proceedings (Rule 4 , Patont 
Rulen, 1972 ), Patent Office Branch , Bombay-13 . 


Ind. C1.: 189 (LXVI (9) 
Int. CI. : A 61 K - 7 /18. 


5 Claims 


METHOD OF MAKING AN ANTI-CARIES TOOTHPASTE . 


Applicants : HINDUSTAN LEVER LIMITED , HINDUSTAN 
LEVER HOUSE 165 /166 BACKBAY RECLAMATION , 
BOMBAY 400 020 ,MAHARASTHTRA, INDIA . 


Inventor : STEPHEN JOHN RAVEN . 


Application No. : 20 / Bom /1990 fod on 24th January, 1990 . 


A toy riding horso Hovico comprising of a foundation unt con 
stating of a front crou mombor, a roar croga member and icon 
nocting momber and their bolta , a front support unit consisting of 
a loft support column , a right support column, cover plate, u loft 
guido and a right guddo and their bolta, a rocking unit consialng of 
upper rock arm lower rock arm , doft london pring , right tonsion 
spring and thoir connector and pivots, connocted to the front alo 
port unit top at its front ond, and to the bottom of tho uudelle 
column unit at its roar ond and providing vertical oscillating 
motion to the saddle column unit, a saddlo column unft copaistine 
of loft saddle column, right saddlo column, addio rout, vedello sent 
and their bolus and connoton mounted on the rear end of the 
rocking unft and providing seat for the rider child , a homo hoad , 
holding belt and front handlo mountod on the saddo column unit, 
foot megt mounted on the upper rock arm , and a buffor spring 
mountod on the cross momber of the foundation unit providing 
upward thrust to the oscillating unit. 


Appropriato office for opposition proceedings (Rulo 4, Patonta 
Rula , 1972 ) Patont Office Branch , Bombay- 13 . 


6 Claims 


A mothod of making an anti-carlos toothpasto comprising mi 
ing a finely divided olid particulato abrasivo cleaning agent, an 
alkalimotal trimetaphosphate , a water-solublo fuoride salt and 
other liquid ingredionts such as horoin described characterizod by 
incorporating tho alkalimetaphosphato at an appropriato amount 
of from 0 .01 to 20 % nich that it la promont in at loant partly Insolu 
blo form in the liquid phaso of the toothpaste . 


Coml. Spocn . 13 pagos 


Dry . I Shoet . 


168847 


Compl. Spocn . 13 pages 


Dr . Nil. 


Ind . CL : 127 I LXV (1)]. 
Int. CI. : F 16 D 3 /68 . 


AN IMPROVED UNIDIRECTIONAL POWER TRANSMIT 
TING SHAFT COUPLING . 


Ind. C1. : 201 C II (4) 
Int C . : C02 F - 1/ 18 , 


168849 


Applicant & loventor: HEMANTMADHUKAR RANADIVE 
HETKARI MAHAJAN WADL RANADE ROAD , DADAR 
BOMBAY - 400 028, MAHARASHTRA INDIA 


A GRAVITY FEED POT CHLORINATOR WITH VARIABLE 
CHLORINE DOSE INJECTING MEANS. 


Application No. : 213 /Bom / 1989 filod on 2nd August, 1989. 


Applicants & Inventor : (I) VIVEKANAND SHREEPAD 
BALSEKAR C - 16 - 121 MIG . GANDH NAGAR BANDRA 
(LAST) BOMBAY -400 051, MAHARASHTRA INDIA (2 ) 
NANDKUMAR DATTARAM HEBLE, 1/ SANKALPITA. PLOT 
NO. 600, 16TH ROAD , BANDRA (WEST), BOMBAY-400 050, 
MAHARASHTRA, INDIA 


Complete aftor provisional left on 4th Apr , 1990. 


Appropriate Ollic for Oppositla Proceedings (Rulo 4, Patont 
Rulon, 1972 ), Patont Ofico Branch , Bombay - 13. 


2 Claims 


Application No. 24 / Bom /1990 flod on 1st February, 1990 . 
Comp. allor prov. on 4th Docombor , 1990. 

Appropriato office for opposition proceedings (Rulo 4 , Patonts 
Rules , 1972 ) Patont Omou Branch , Bombay- 13. 

18 Claims 


An improved powor transmitting coupling Ansembly for 
muitably aligned shafts comprising a pair of shaft coupling mom 
ben of which wurfacos facing cach other are provided with lon 
pitudinally axtonding lugs or jaw liko projoctions which are shaped 
concavt longitudinally on the power transmitting faco so that 
whion those two coupling momben mosh , there are loft samo num 
bør of concevo gaps corresponding to the number of jaws, tho said 
gapa being fillod with indopondont balls of roslliont comprossiblo 
matorial mudo of plastic or rolaforced artificial or naturel rubbor 
or various putablo crudos of plastica or toflon or ovon metallic 
balls and whoroin anti rattlo pad is provided in the fat gaps cor 
rosponding to the number of juwo to onnur silent worting of tho 
coupltag asombly , 


Gravity food pot chlorinator with variable moasurod chlorino 
doso injecting means such as horoin described comprising a pot 1 
made from chemically inort materials such as PVC , stainless stool, 
bronzo or porcelain or carhonwart materials, said pot having a 
flange ID at its open ond and having moans for attaching thoroto a 
hendio 5 and means for fizing to said flango 2 covor pleto 2A hay 
ing a contre ) opening with a dock ring 2 and means for dotachably 
flying thoroto a cap 3 having a contral orifico 4 fitted with a vont 
plug 4A , an integrally formed beso 19 having a central orifice 19A 
and an integrally formod or detachablo fixod ring IB forming a 
apport mombor for seid pot, said ring 1B having a plurality of 
gpaced holos E on its periphery for Ingrogs of raw wator into said 
ring 13 on gaid pot being immersed in the base of a water tank/ 
well or tho liko and an inlet IF and an outlet IG aligned with oach 
other for passing thorothrough an inlot and an outlet pipe 22 and 
17 and fitiod to a Too- socket 20 bolow said contral orifico 19A in 
beso 19 , an acrylic pad 12 having a contral tappod holo 12A and an 
occentric holo 12B being adhesively stuck or othorwiso fixed to ono 
side of said ring 1B with said accontric holo 12B aligned with said 
outlot 16 for passing thorothrough outlot aide of said outlot pipo 
17 , An Adjupablo monarod chlorino dopo injoctor moADA compris 
Ing i disc plato 13 having a plurality of radjally spaced different 
diameter orificou 16A to 16E boing rotatably mountod and 

andwiched between said acrylic pad 12 and a coil spring 15 fitted 
with a tonsion adjustor bolt 15 , a hollow bolt 10 having a plurality 


Fig. 1 


Provisional specification 4 pegou 
Compl. Spocn. 6 dagen 
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(PART III - - SEC . 2 


6 Claims 


A process for the preparation of an ointmont which acts as 
haemostatic agent for stopping bleeding , drossing of wounds and 
ulcon , which comprisor : 


of spaced offices 10A on its poriphery balow Its bolt hoad bolng 
passod through a mushroom filter 9 and said contral orifico 19A in 
baro 19 being fitted to said Too -socket 20 , and a wire mosh disc 8B 
or & cago 8 being placed over said mushroom filter 9 and the gap 
formod thorobetwoon being packed with pebbles and the gep 1A In 
uid pot 1 abovo aald wiro mosh disc 8B or cago 8 boing packod 
with admixture of heroinstated ratio of sand and bleaching powder 
31 such that on said chlorinator pot 24 boing immorsed in a tank 
or well tho raw water ontoring the top central orifico 4 trickling 
through said adultur of und and bleaching powder 31, said 
pobbles 11, said mushroom filter 9 forma chlorino concontrato 27B 
which gotting mirod with raw water ontoring tho Too -sockot 20 
from inlet pipe 22 i injected into the raw water 27 in tank or woll 
and chlorinatod wator 27C is dischargod vin downtako outlet of 
said tank or the like . 


(a ) Heating of a mixture of Boogwax & coconut oil in A cop 

per poi, till it boda; 


(b ) adding water to the product of stop (a) to separato tho 

impurition from the good wax, the impurities settle at the 
bottom of tho pot, while the good wax riscs to the sur 
faco of the water, 


(c ) Collecting the good way at the surface of the water and 

transferring it to another copper pot; 


(d ) Adding taloum powder and butter prepared from curd 

in the ratio of 1:2 to the product of stop (c). 


Compl. Spoca . 6 pagon. 


Drg . Na. 


REGISTRATION OF DESIGNS 


The following designs have been reglatored . They are not opon 
to Inspection for a poriod of two yoan from the date of registration 
arcopt u provided for in Soction 50 of the Designs Act, 1911. 


al 


LIF 13 OR 


The date shown in the oach entry is the date of the registration 
In the ontry. 


but can onl 


Clasa 3 No. 162459. SAJAVAT, of 210, Golf Links, Now Dolbl 

110003 , India , & proprietary firm . “ Decorative article ", 
August 29 , 1990 . 


Fig . 1 


Prov. Spect . 4 pages. 
Compl. Spocn . 17 pages. 


Drg 1 sheet. 
Drgs 3 shoots. 


Class 3 No. 162590 . Wocthardt Limitad of Poonam Chambers , 

Shiynagar Estate , Worli, Bombay -400018 , Mabarashtra , 
India , Indian Company. " Bottlo " .October 23, 1990 . 


168850 


Ind . CL : 55 E (XLX (1) ] 
Int. Cl. : A61 K - 9 /06 . 


Clas 3 No. 162719 . Wimco Pen Company, 11, Mehta Industrial 

Estate , 181 (loor, I.B . Patel Road , Goregaon (East ). 
Bombay-63, Maharashtra , India , Indian Partnersbip 
Firma ." Thermos". Docombor 4 , 1990. 


Cu 


A PROCESS FOR THE MANUFACTURE OF AN OINT 
MENT ACTING AS A HAEMOSTATIC AGENT FOR STOP 
PING BLEEDING AND FOR DRESSING WOUNDS AND 
ULCERS . 


3 No. 162763 . Bihar Plastic Industrios Lid , of 61 - A , Park 

Stroet, Calcutta 700016, W .B , India. " Comb", Docember 
13, 1990 . 


Applicant : LAXMAN SHANKARRAO NIKAM , 161, 
ABUBAKAR CHAWL NEAR CHURCH , DHARAV ROAD , 
DHARAVL, BOMBAY -400 017,MAHARASHTRA , INDIA 


Clan S No. 162413. Harosh Chhotalal Mohta of Jayant Houro, 

Bal Bazar, Andhorl- Kurla Road , Kura, Bombay - 400070 , 
Maharashtra, India . " Candboard Bor" . August 9 , 1990 . 


Application No. 154 /Bom /1990 filod on 13th June, 1990 . 


Appropriato offio for opposltion proccodings (Rulo 4, Patonta 
Rulon, 1972) Patont Offic. Branch , Bombay - 13 . 


RA, ACHARYA 
Controllor Gonoral of Patonta , 

Designs and Trade Marke. 
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